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InductIve sensors

analog output
for dIstance control



sorting &
counting
machinery

Wire
processing

analog output
HIgHest sensItIvIty, longest 
operatIng dIstances

printing
machinery

analog output
Best resolutIon for HIgHest  

prIntIng qualIty

analog output
accuracy counts

ValVe
control

analog output
valve monItorIng for safe  

processes

InductIve  BASIc  MInIAtuRe  eXtReMe  eXtRA PReSSuRe  HIGH PReSSuRe  eXtRA teMPeRAtuRe  HIGH teMPeRAtuRe  WASHdOWn  AnAlOG OutPut  Weld-IMMune  SPecIAl  ecO

your

advantages

ü  longest sensing ranges

ü  excellent repeatability

ü  Best resolution

InductIve sensors
analog output
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InductIve  BASIc  MInIAtuRe  eXtReMe  eXtRA PReSSuRe  HIGH PReSSuRe  eXtRA teMPeRAtuRe  HIGH teMPeRAtuRe  WASHdOWn  AnAlOG OutPut  Weld-IMMune  SPecIAl  ecO

  long sensIng ranges
accurate detectIon of target 
movements

 Long-range distance measurement for 
moving targets

 Reliable detection of even the smallest 
objects due to high sensitivity

 No blind zone

  Best accuracy
tHe most precIse sensor on tHe market

 Recognition of minimal variations due to 
excellent repeatability

 Detection of slightest movements thanks 
to resolution in µm range

 Reliable process and position monitoring

ourstrengtHs

  tecHnIcal values
a full range of HIgH precIsIon
analog sensors

 Sizes from M8 to M30
 Rated operating distances from 

0 - 4 mm to 0 - 40 mm
 Voltage and current output in one device

  outstandIng temperature
staBIlIty
precIse sIgnal regardless of 
envIronmental condItIons

 Temperature range from -25°…+70°C 
(-13°…+158°F) 

 Minimal temperature drift

  analog output
a sImple solutIon for many tasks

 Vibration and concentric monitoring
 Quality control
 Exact positioning
 Controlled end-position approach
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part reference art.  no. ∅ sn mountIng connectIon
DW-AD-509-M8 320 020 140 M8 0 ... 4 Quasi-embeddable Cable

DW-AD-509-M8-390 320 020 143 M8 0 ... 4 Quasi-embeddable Cable

DW-AS-509-M8-390 320 020 145 M8 0 ... 4 Quasi-embeddable M8

DW-AS-509-M8-393 320 020 144 M8 0 ... 4 Quasi-embeddable M12

DW-AD-509-C8-390 320 420 107 C8 0 ... 4 Quasi-embeddable Cable

DW-AS-509-C8-390 320 420 125 C8 0 ... 4 Quasi-embeddable M8

DW-AD-509-M12 320 020 100 M12 0 ... 6 Quasi-embeddable Cable

DW-AS-509-M12 320 020 101 M12 0 ... 6 Quasi-embeddable M12

DW-AD-509-M12-120 320 020 110 M12 0 ... 6 Quasi-embeddable Cable

DW-AS-509-M12-120 320 020 111 M12 0 ... 6 Quasi-embeddable M12

DW-AD-509-M12-320 320 020 119 M12 0 ... 6 Quasi-embeddable Cable

DW-AS-509-M12-320 320 020 120 M12 0 ... 6 Quasi-embeddable M12

DW-AD-509-M12-390 320 020 103 M12 0 ... 6 Quasi-embeddable Cable

DW-AS-509-M12-390 320 020 104 M12 0 ... 6 Quasi-embeddable M12

DW-AD-509-M18-120 320 020 112 M18 0 ... 10 Quasi-embeddable Cable

DW-AD-509-M18-320 320 020 121 M18 0 ... 10 Quasi-embeddable Cable

DW-AS-509-M18-320 320 020 122 M18 0 ... 10 Quasi-embeddable M12

DW-AD-509-M18-390 320 020 116 M18 0 ... 10 Quasi-embeddable Cable

DW-AS-509-M18-390 320 020 105 M18 0 ... 10 Quasi-embeddable M12

DW-AS-509-M30-320 320 020 124 M30 0 ... 20 Quasi-embeddable M12

DW-AD-509-M30-390 320 020 117 M30 0 ... 20 Quasi-embeddable Cable

DW-AS-509-M30-390 320 020 118 M30 0 ... 20 Quasi-embeddable M12

DW-AD-519-M30-320 320 020 139 M30 0 ... 40 Non-embeddable Cable

DW-AS-519-M30-390 320 020 138 M30 0 ... 40 Non-embeddable M12
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part reference art.  no. sIZe pIns confIg. materIal lengtH
 S08-3FVG-020 623-100-102 M8 3 straight PVC 2 m

 S08-3FVG-050 623-100-110 M8 3 straight PVC 5 m

 S12-4FVG-020 623-100-030 M12 4 straight PVC 2 m

 S12-4FVG-050 623-100-051 M12 4 straight PVC 5 m

 S12-4FVW-020 623-100-031 M12 4 right angle PVC 2 m

 S12-4FVW-050 623-100-048 M12 4 right angle PVC 5 m
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part reference art.  no. type for sensor sIZe
ASU-0001-080 606-000-005 without limit stop M8

ASU-0001-120 606-000-007 without limit stop M12

ASU-0001-180 606-000-009 without limit stop M18

ASU-0001-300 606-000-011 without limit stop M30

avaIlaBle program


